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Overview

� 6.0 cu ft (226 Liter) 

Parts Capacity Belt

� Fully Enclosed 

Stainless Steel Cabinet

� Ground Level Media 

Separation System

� Dual Throw Wheels



Throw Wheel Features

� High Speed 3000 to 

10000 RPM

� All Stainless Steel 

Construction

� Welded

� Heat Treated

� Dynamically Balanced



Media Separation

� Ground Level

� Easy Operator Access

� Media can be added 
while running

� Enclosed to reduce 
separator noise

� Interchangeable 
screens



Media Transportation

� 3 inch Augers

� Variable Speed

� 0 to 350 RPM

� Variable Direction

� Easy tube clean-out

� Easy storage box 

clean-out



Door Operation

� Load Door with load 

conveyor

� Unload door with parts 

deflector

� Automatic loading & 

Unloading during 

automatic cycling

� Labyrinth seal on Load 

and Unload doors



Electrical Control

� Allen Bradley PLC & 

Drives (Standard)

� UL Listed Industrial 

Control Panel

� CE Compliant

� 460v 60Hz 80a 

Standard Package

� Can be wired to any 

specification



Operator Station

� Windows CE Touch 

Panel

� Alpha/Numeric 

Recipes

� Over 1000 Recipes

� Easy Recipe Back-Up

� On Screen Manual 

with drawings



General Operations

� Auto Start-Up Program

� Auto Shut-Down 

Program

� Automatic cycling

� History Tacking

� Optional Loading 

Conveyor



System Requirements

� Power – 460v 60Hz 80a

� Air – 80 to 110 PSI

� Liquid Nitrogen – 30 PSI Max

� Gaseous Nitrogen – 30 PSI

� Exhaust – 8” duct through roof or collection 

system



Contact Information

Leonard Enterprises, Inc.

6665 View Park Court

Riverside, CA, 92503

Phone: (951)785-5566

Fax: (951)785-5870

Internet: www.leonardenterprises.com

email: lei@leonardenterprises.com


